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The KVM solution for personal video walls

VuStation enables the operator to seamlessly interact 
with multiple sources on a monitoring and control
level from a single station with a single keyboard 
and mouse. The collaborative VuStation interface 
supplies the operator with flexibility to have all 
critical controls and information at his fingertips on 

a single surface. The userfriendly interface allows 
the resizing of all windows across the complete input 
range, accessing multiple sources even if they are on 
segregated networks. Interfaces can be set up in any 
configuration with operator-specific templates and 
groups.

Datasheet

Advantages:
 Control multiple windows within one or 
multiple surface(s) 

 Up to 6x outputs and multiple inputs
 Big desktop surface with 4K per output 
 Seamlessly control all sources with one  
keyboard and mouse 

 Customizable view of all windows on your desk
 Non-intrusive control 
 Intuitive interface software
 Support for standard Windows applications
 Decoding of IP streams through hardware or  
software

 

VuStation

USB USB

Video Video Video Video

Video

USB USB

NNeettwwoorrkk  IInnppuuttss

CloudVideo

Media 
files

Media 
files

Office 365

AApppplliiccaattiioonnss

DashboardDashboard

Remote
 Capture
Remote
 Capture

TV Stream

CameraCamera WebWeb

Se
cu

re
d 

PC
s

VVuuSSttaattiioonn

KKMM--MMoodduulleeKKMM--MMoodduulleeKKMM--MMoodduulleeKKMM--MMoodduullee

NETWORK

1

1

2

2

3

3 4

VuWall_VuStation_216x279mm_US_may2018.indd   1 30/05/18   19:04



Model VuStation VU020 VuStation VU060

Hardware

CPU Intel® Core i7-6700 Intel® Core i7-6700

RAM 8GB 8GB

SSD 1x 256GB SSD 1x 256GB SSD

Network 1x 1GB/s LAN 1x 1GB/s LAN

Weight 12Kg 12Kg

Dimensions  Tower 170mm x 399mm x 442mm (WxHxD) Tower 170mm x 399mm x 442mm (WxHxD)

Power supply 100-240 VAC, 280W 100-240 VAC, 280W

Operating conditions Temperature 0-35°C
Humidity 20%-80%

Temperature 0-35°C
Humidity 20%-80%

Software

OS Windows 10 PRO 64bit

Management  VuWall2 Video Wall Management Software

Recovery Easy Backup Recovery over USB

Outputs

DisplayPort Outputs Up to 2x DP 3840x2160p60 Up to 6x miniDP 3840x2160p30 or 4x 3840x2160p60

Inputs

HDMI Inputs 4x miniHDMI 1.4 Inputs up to 3840x2160@30Hz / 3840x2160@60Hz (4:2:0) / 4096x2160@30Hz

Decoding

Software Decoding Default software decoding of 16x D1 or 8x HD

Hardware Decoding 3x 4K / 16x HD / 100x D1 per card, Decoding of streams up to 60fps

Support Supports any ONVIF & RTSP stream with Unicast/Multicast mode.

© 2018 VuWall Technology Inc. All rights reserved. VuWall reserves the right to change specifications without notice. VuWall2 and VuWall product names are registered trademarks of VuWall Technology Inc. in Canada and other 
countries. All other company and product names are registered trademarks and/or trademarks of their respective owners.
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Technical specifications
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